
















































































































































































68.

69.

70.

T1;

72.

trucks shall not park, queue and/or idle at the project site or in the adjoining street rights-
of-way before 7:00 a.m. Monday through Friday and before 9:00 a.m. on Saturday, in
accordance with the permitted hours of construction stated in this condition. When feasible
to do so, the construction contractor shall provide staging areas on-site to minimize off-
site transportation of heavy construction equipment. These areas shall be located to
maximize the distance between staging activities and neighboring properties, subject to
approval by the building official.

N-2: Noise generated by the daily operations, including the proposed fuel tank and pump
and any other associated equipment, shall not exceed 65 dBA as measured from the
closest property line.

N-3: Not including spoils and materials pickup and delivery, deliveries involving
commercial vehicles weighing in excess of 6,000 pounds shall be allowed only between
the hours of 8:00 a.m. and 4:30 p.m., Monday through Friday, and between 9:00 a.m. and
4:30 p.m. on Saturday, with none occurring on Sunday and/or Federal Holidays.

N-4: There shall be no use of the spoils or storage bins between the hours of 7:00 p.m.
and 8:00 a.m., Monday through Friday, nor before 9:00 a.m. or after 4:30 p.m. on
Saturday, with none occurring on Sunday and/or Federal Holidays.

N-5: Unless safety provisions require otherwise, the construction contractor shall adjust
all audible back-up alarms to the lowest volume appropriate for safety purposes (i.e. still
maintaining adequate signal-to-noise ratio for alarm effectiveness). The contractor shall
consider signal persons, strobe lights, or alternative safety equipment and/or processes
as allowed for reducing reliance on high-amplitude sonic alarms.

N-6: A noise study shall be completed within 30 days of the Planning Commission’s
approval of the CUP to assess the noise levels of a typical spoils pickup and a typical fill
materials delivery at the closest property line. If it determined that the noise levels exceed
65dBA at any property line, CWS shall be required to install noise attenuation features,
such as, but not limited to, portable noise barriers to reduce these decibel levels to less
than 65dBA at the adjacent property lines.
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